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PAARTRONIC®-CY LIYCY (TP)

Use

As a control, power transmission and measurement
cable in places where very good protection against
electromagnetic interference is required. Suitabkle for
use in dry and wet areas. Outdoor use only protected
from UV radiation, not suitable for ground cable use.

Special features

twisted pairs of wires

resistant to acids, alkalis and common
oils

recommended for EMC applications

Commentary
complies with CE directive 73/23/ECC

Structure

wire material
wire structure
wire insulation
wire arrangement
total protection
outer jacked
jacked color

Technical information

nominal voltage
test voltage

wire resistance

insulation resistance
inductance

capasitance

bending radius, fixed installation

bending radius, movable installation

operating temperature, fixed installation
operating temperature, movable installation
fire resistance
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Interference protected twistwr pair communication
cable

bright copper

DIN VDE 0295 according to class 5/IEC 228 PVC
different colors according to DIN 47100

2 wires twisted into a pair; pairs in layers

tinned cpper wire braid; cover about 85%

PVC

cray, RAL 7032

250 V
0,14mm2: 1.200 V;
>0,14mm2: 1.500V

DIN VDE 0295 according to class 5 /IEC 228
min. 20M ohm x km

n. 0,65 mH/km

AJA n.120 nF/km; A/S n. 160 nF/km

up to12mm diameter: 5xd

up to 20mm diameter: 7,5 x d

> 20mm diameter: 10xd

up to 12mm diameter: 10 x d

up to 20mm diameter: 15xd

> 20mm diameter: 20xd

-30°C / +80°C

-5°C /+70°C

self-extinguishing and fire-retardant according IEC332-1
DIN VDE 0812, 0814 and DIN 47414
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